


PGB 80

Pneumatic - 2-Finger Parallel Gripper - Universal Gripper

Gripping force, I.D. gripping Finger load

Gripping force
500 + —PGB80/4 bar —PGB 80/ 6 bar
—PGB 80/ 8 bar
400
R s
300 T
————

200
100

3

w

L [mm] 20 40 60 80
Finger length

B M mox. 40.0 Nm
B M, mox. 60.0 Nm

Gripping force, 0.D. gripping

Gripping force

500 + —PGB80/4bar  —PGB 80 /6 bar M M, mox. 40.0 Nm
400 4. ~P©B 8O/ 8 bar B F mox 1100.0N
300 T — @ Moments and forces apply per base jaw and may occur
200 simultaneously. My may arise in addifion to the moment
100 —_— generated by the gripping force itself. If the mox.
= permitted finger weight is exceeded, it is imperative to
a0 A o o th'ronle the O pressure so thgt the jow movement occuts
. without any hitting or bouncing. Service life may reduce.
Technical data
Description PGB 80
D 0300363
Stroke per finger [mm] 6.0
(losing force IN] 240.0
Opening force IN] 260.0
Weight kgl 047
Recommended workpiece weight  [kg] 1.25
Air consumption per double stroke ~ [em?] 1.0
Nominal pressure (bar] 6.0
Minimum pressure (bar] 25
Maximum pressure (bar] 8.0
(losing time ls] 0.03
Opening time [s] 0.03
Max. permitted finger length [mm] 80.0
Max. permitted weight per finger  [kg] 0.35
IP class 40
Min. ambient temperature [°Q -10.0
Max. ambient temperature [°Q 90.0
Repeat accuracy [mm] 0.01
Diameter of center bore [mm] 140
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PGB 80

Pneumatic - 2-Finger Parallel Gripper - Universal Gripper

Main views
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The drawing shows the gripper in the basic version with closed jaws, the dimensions A Main/direct connecion, gripper opening
do not include the options described below. Bb Main/direct connection, gripper closing
S,s Air purge or ventilation hole
(1) Gripper connection
@® The SDV-P pressure maintenance valve can be used as a gripping force safety @ Finger connection
device (see , Accessories” catalog section). @ Througtrbore
Hose-free direct connection Finger blanks
R X1 A-A
o — »
3 : Q2 3 64
N . SEN
= ! - 8
o Ch o]
! 7 =
%% i A —— 158
/ n J 5
a3~ Sba ~—4) ol 59.5(2x) 8¢
20 =} 40.2 3
. S 25402 (2%) N
A i p
—
@ Adopter Finger blanks for customized subsequent machining, incl. screw connection diagram
@ Gripper Description Material Scope of delivery D
The direct connection is used for supplying compressed air to the gripper without hoses. ABR:plus 64 Aluminum 1 0300010
Instead, the pressure medium is fed through bore-holes in the mounting plate. SBRplus 64 16 MnCr 5 I 0300020
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PGB 80

Pneumatic - 2-Finger Parallel Gripper - Universal Gripper

FMS force measuring jaws BSWS quick-change jaw system
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(1) Gripper connection @ Active intermediate jows (1) Gripper connection
(2 Finger connection @® Passiv intermediate jows () Finger connection
a7 Cable outlet (@ For screw connection diagram, see basic version

67 Locking mechanism

Force measuring jaws measure gripping forces, but can also determing workpiece weights The BSWS quick-change jaw system enables top jaws to be changed on the gripper

or dimensional deviations. There are active and passive intermediate jows (FMS-ZBA or manually and rapidly. An adapter (BSWS-A) and a base (BSWS-B) are required for each
FMS-ZBP). At least one active force measuring jaw is required per gripper, the rest can be gripper jow.
passive. For each active jaw, an FMS-AT control unit and an FMS-A connection cable are Description ID
required. BSWS-A 64 0303022
Destription D BSWSB 64 0303023
FMS-AT 0301810
FMS-AK0200 0301820
FMS-AK0500 0301821
FMS-AK1000 0301822
FMS-AK2000 0301823
FMS-BA 64 0301832
FMS-BP 64 0301833

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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PGB 80

Pneumatic - 2-Finger Parallel Gripper - Universal Gripper

Sensor System

End position monitoring: End position monitoring:

Inductive proximity switches, for direct mounting Electronic magnetic switches, for mounting in C-slot
Description D Recommended product Description D Recommended product
IN 80-5-M12 0301578 MMS 22-5-M5-NPN 0301439
IN 80-5-M8 0301478 0 MMS 22-5-M5-NPN-SA 0301449
INK 80-5 0301550 MMS 22-5-M5-PNP 0301438

MMS 22-5-M5-PNP-SA 0301448

@ Two sensors (NO contacts) are required for each gripper, plus extension cables as an IS 22-5 MEAPN 0301433

option. MMS 22-5-M8-NPN-SA 0301443
MMS 22-5-M8-PNP 0301432 .

MMS 22-5-M8-PNP-SA 0301442

MMSK 22-S-NPN 0301435

MMSK 22-S-NPN-SA 0301445

MMSK 22-5-PNP 0301434

MMSK 22-5-PNP-SA 0301444

@® Two sensors (NO contacts) are required for each gripper, plus extension cables as an

option.
Extension cable for proximity switch/magnetic switch p
Description ID
KA BGOS-L 3P-0300 0301652
KA BGOS-L 3P-0300-PNP 0301622
KA BWO5-L 3P-0300 0301650

KA BWOS-L 3P-0300NPN 0301602
KA BWOS-L 3P-0300PNP 0301594
KA BWOS-L 3P-0500-NPN- - 9641116
KA BWOS-L 3P-0500PNP 0301502
KA BW12- 3P-0300PNP 0301503
KA BW12- 3P-0500PNP 0301507
KV BW08-SG08 3P-0030-PNP 0301495
KV BW08-SG08 3P-0100-PNP 0301496
KV BW08-SG08 3P-0200-PNP 0301497
KV BW12-5612 3P-0030-PNP 0301595
KV BW12-5612 3P-0100-PNP 0301596
KV BW12-5612 3P-0200-PNP 0301597

@ Please note the minimum permitted bending radi for the sensor cables, which are
generally 35 mm.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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Pneumatic - 2-Finger Parallel Gripper - Universal Gripper

Sensor System
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Measuring system: Measuring system:
APS Analog position sensor FPS Flexible position sensor
Description ID Description ID
APSK0200 0302066 AS-PGN/PIN-plus 64 /1, PGN/PIN-plus 80,2 0301630
APSK0700 0302068 FPSFS 0301805
APSMTE 0302064 FPSEST 0301807
APSMTS 0302062 FPSS M8 0301704
AS-APS-M1-64 /1 0302075

@ When using an APS system, o mounting kit (AS-APS, incl. 3 m cable), an APS sensor
(APS-M1S) and electronics (APS-M1E) are required for each gripper. An extension
cable (APSK) can be connected between the sensor and the electronics as an option.
The max. cable length between the sensor and the electronics is 10 m, between the
electronics and their control unit (PLC) it is max. 1 m.

Maximum permitted finger offset

@ When using an FPS system, an FPS sensor (FPS-S) and an control unit (FPS-F5 /
F5 T or A5) are required for each gripper as well as a mounting kit (AS), if listed.
(able extensions (KV) are available os options in the , Accessories” catalog section.

y [mm]

Permitted range
Non-permissible range

The curve applies to the basic version (stroke -1). For other versions, the curve will be
parallel but offset in line with the max. permitted finger length.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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PGB 100

Pneumatic - 2-Finger Parallel Gripper - Universal Gripper

Gripping force, I.D. gripping Finger load

Gripping force

800 T —PGB 100/4 bar —PGB 100/ 6 bar
—~PGB 100/ 8 bar
600 ey
400 A—
——
200
Zz
w
L [mm] 25 50 75 100

Finger length

B M max. 60.0 Nm
B M, mox. 95.0 Nm

Gripping force, 0.D. gripping

anpmg(f;)ge" —PGB 100/ 4 bar —PGB 100 /6 bar B M, mox. 55.0 Nm
500 L =P8 100/8 bar M F, mox. 1500.0 N
400 T @ Moments and forces apply per base jaw and may occur
T simultaneously. My may arise in addifion to the moment
200 1 z generated by the gripping force itself. If the mox.
z permitted finger weight is exceeded, it is imperative to
n A o 5 oo th'ronle the O pressure so thgt the jow movement occuts
- without any hitting or bouncing. Service life may reduce.
Technical data
Description PGB 100
D 0300366
Stroke per finger [mm] 8.0
(losing force IN] 380.0
Opening force IN] 4100
Weight kgl 0.78
Recommended workpiece weight  [kg] 21
Air consumption per double stroke ~ [em?] 220
Nominal pressure (bar] 6.0
Minimum pressure (bar] 25
Maximum pressure (bar] 8.0
(losing time ls] 0.07
Opening time [s] 0.07
Max. permitted finger length [mm] 100.0
Max. permitted weight per finger  [kg] 0.6
IP class 40
Min. ambient temperature [°Q -10.0
Max. ambient temperature [°Q 90.0
Repeat accuracy [mm] 0.01
Diameter of center bore [mm] 18.0
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Main views

PGB 100

Pneumatic - 2-Finger Parallel Gripper - Universal Gripper
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The drawing shows the gripper in the basic version with closed jaws, the dimensions A Main/direct connecion, gripper opening
do not include the options described below. Bb Main/direct connection, gripper closing
S,s Air purge or ventilation hole
(1) Gripper connection
@® The SDV-P pressure maintenance valve can be used as a gripping force safety @ Finger connection
device (see , Accessories” catalog section). @ Througtrbore
Hose-free direct connection Finger blanks
ABR+80 11.5
SBR+80 9 AA
A
@\% e \ % 80
RN . N
= ! B
%— OTg e ol
’ (4) ’ ety ® 74.5(2 85
@4x1.5— 11 4) | g S +0.2 8
ABR+8025 I 2.55"° (24
SBR+8022 =2
o
——
@ Adopter Finger blanks for customized subsequent machining, incl. screw connection diagram
@ Gripper Description Material Scope of delivery D
The direct connection is used for supplying compressed air to the gripper without hoses. ABR:plus 80 Aluminum 1 0300011
Instead, the pressure medium is fed through bore-holes in the mounting plate. SBRplus 80 16 MnCr 5 I 0300021
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PGB 100

Pneumatic - 2-Finger Parallel Gripper - Universal Gripper

FMS force measuring jaws

BSWS quick-change jaw system
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(1) Gripper connection
(2 Finger connection
a7 Cable outlet

@ Active intermediate jows
@® Passiv intermediate jows

(1) Gripper connection
() Finger connection
(@ For screw connection diagram, see basic version
67 Locking mechanism

Force measuring jaws measure gripping forces, but can also determing workpiece weights The BSWS quick-change jaw system enables top jaws to be changed on the gripper

or dimensional deviations. There are active and passive intermediate jows (FMS-ZBA or manually and rapidly. An adapter (BSWS-A) and a base (BSWS-B) are required for each
FMS-ZBP). At least one active force measuring jaw is required per gripper, the rest can be gripper jow.
passive. For each active jaw, an FMS-AT control unit and an FMS-A connection cable are Description ID
required. BSWS-A 80 0303024
Destription D BSWS-B 80 0303025
FMS-AT 0301810
FMS-AK0200 0301820
FMS-AK0500 0301821
FMS-AK1000 0301822
FMS-AK2000 0301823
FMS-BA 80 0301834
FMS-BP 80 0301835

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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PGB 100

Pneumatic - 2-Finger Parallel Gripper - Universal Gripper

Sensor System

End position monitoring: End position monitoring:

Inductive proximity switches, for direct mounting Electronic magnetic switches, for mounting in C-slot
Description D Recommended product Description D Recommended product
IN 80-5-M12 0301578 MMS 22-5-M5-NPN 0301439
IN 80-5-M8 0301478 0 MMS 22-5-M5-NPN-SA 0301449
INK 80-5 0301550 MMS 22-5-M5-PNP 0301438

MMS 22-5-M5-PNP-SA 0301448

@ Two sensors (NO contacts) are required for each gripper, plus extension cables as an IS 22-5 MEAPN 0301433

option. MMS 22-5-M8-NPN-SA 0301443
MMS 22-5-M8-PNP 0301432 .

MMS 22-5-M8-PNP-SA 0301442

MMSK 22-S-NPN 0301435

MMSK 22-S-NPN-SA 0301445

MMSK 22-5-PNP 0301434

MMSK 22-5-PNP-SA 0301444

Extension cable for proximity switch/magnefic switch @® Two sensors (NO contacts) are required for each gripper, plus extension cables as an

Description ID opfion.
KA BGOS-L 3P-0300 0301652
KA BGO-L 3P-0300-PNP 0301622
KA BWO5-L 3P-0300 0301650

KA BWOS-L 3P-0300NPN 0301602
KA BWOS-L 3P-0300PNP 0301594
KA BWOS-L 3P-0500-NPN-~ 9641116
KA BWOS-L 3P-0500PNP 0301502
KA BW12- 3P-0300PNP 0301503
KA BW12 3P-0500PNP 0301507
KV BW08-S608 3P-0030-PNP 0301495
KV BW08-S608 3P-0100-PNP 0301496
KV BW08-S608 3P-0200-PNP 0301497
KV BW12-5612 3P-0030-PNP 0301595
KV BW12-5612 3P-0100-PNP 0301596
KV BW12-5612 3P-0200-PNP 0301597

@ Please note the minimum permitted bending radii for the sensor cables, which are
generally 35 mm.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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Pneumatic - 2-Finger Parallel Gripper - Universal Gripper

Sensor System
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Measuring system: Measuring system:
APS Analog position sensor FPS Flexible position sensor
Description ID Description ID
APSK0200 0302066 AS-PGN-plus/PZN-plus 80,1, PIB 80,/100 0301632
APSK0700 0302068 FPSFS 0301805
APSMTE 0302064 FPSEST 0301807
APSMIS 0302062 FPSS M8 0301704
ASAPS-M1-80/1 0302077

@ When using an APS system, o mounting kit (AS-APS, incl. 3 m cable), an APS sensor
(APS-M1S) and electronics (APS-M1E) are required for each gripper. An extension
cable (APSK) can be connected between the sensor and the electronics as an option.
The max. cable length between the sensor and the electronics is 10 m, between the
electronics and their control unit (PLC) it is max. 1 m.

Maximum permitted finger offset

@ When using an FPS system, an FPS sensor (FPS-S) and an control unit (FPS-F5 /
F5 T or A5) are required for each gripper as well as a mounting kit (AS), if listed.
(able extensions (KV) are available os options in the , Accessories” catalog section.

0 10 20 30 40 50 60 70 80 90
Yy [mm]

Permitted range
Non-permissible range

The curve applies to the basic version (stroke -1). For other versions, the curve will be
parallel but offset in line with the max. permitted finger length.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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PGB 125

Pneumatic - 2-Finger Parallel Gripper - Universal Gripper

Gripping force, I.D. gripping Finger load

Gripping force
1250 + —PGB 125/ 4 bar —PGB 125/ 6 bar
—PGB 125/ 8 b
1000 el
750
—
—
500
\_\
250 —
z
w
Limm] 25 50 75 100 125
Finger length

B M max. 80.0 Nm
B M, mox. 100.0 Nm

Gripping force, 0.D. gripping

Gripping force

1250 T —PGB 125/ 4 bar —PGB 125/ 6 bar B M mox. 70.0 Nm
1000 4 ~PCB 12578 bar B F mox. 20000 N

750 e @ Moments and forces apply per base jaw and may occur

500 —— — simultaneously. My may arise in addifion to the moment

250 —_— generated by the gripping force itself. If the mox.

= permitted finger weight is exceeded, it is imperative to

Tl 25 20 75 100 15 th'ronle the O pressure so thgt the jow movement occuts

o without any hitting or bouncing. Service life may reduce.

Technical data

Description PGB 125
D 0300369
Stroke per finger [mm] 10.0
(losing force IN] 6100
Opening force IN] 640.0
Weight kgl 1.32
Recommended workpiece weight  [kg] 33
Air consumption per double stroke ~ [em?] 320
Nominal pressure (bar] 6.0
Minimum pressure (bar] 25
Maximum pressure (bar] 8.0
(losing time ls] 0.08
Opening time [s] 0.08
Max. permitted finger length [mm] 125.0
Max. permitted weight per finger  [kg] 1.1
IP class 40
Min. ambient temperature [°Q -10.0
Max. ambient temperature [°Q 90.0
Repeat accuracy [mm] 0.01
Diameter of center bore [mm] 240
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PGB 125

Pneumatic - 2-Finger Parallel Gripper - Universal Gripper

Main views
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The drawing shows the gripper in the basic version with closed jaws, the dimensions A Main/direct connection, gripper opening

do not include the options described below. Bb Main/direct connection, gripper dlosing
S,sAir purge or ventilation hole

(1) Gripper connection
@® The SDV-P pressure maintenance valve can be used as a gripping force safety @ Finger connection
device (see , Accessories” catalog secfion). @9 Througtrbore

Hose-free direct connection Finger blanks
A
——
G 12.5(2x AA
i (5] =
(3 e 100 g
& A " R 2
% = | N
gIE e a | © o =
el g s
I A g
oax1 5 1.1 (4) ) ~ g S 94.5 (2x) — g
i o 0
——— +
&
® Adapter Finger blanks for customized subsequent machining, incl. screw connection diagram
@ Gripper Description Maoterial Scope of delivery D
The direct connection is used for supplying compressed air to the gripper without hoses. ABR:plus 100 Aluminum 1 0300012
Instead, the pressure medium is fed through bore-holes in the mounting plate. SBRplus 100 16 MnCr 5 I 0300022
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PGB 125

Pneumatic - 2-Finger Parallel Gripper - Universal Gripper

FMS force measuring jaws

BSWS quick-change jaw system
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(1) Gripper connection
(2 Finger connection
a7 Cable outlet

@ Active intermediate jows
@® Passiv intermediate jows

Force measuring jaws measure gripping forces, but can also determing workpiece weights
or dimensional deviations. There are active and passive intermediate jows (FMS-ZBA or
FMS-ZBP). At least one active force measuring jaw is required per gripper, the rest can be

(1) Gripper connection
() Finger connection
(@ For screw connection diagram, see basic version
67 Locking mechanism

The BSWS quick-change jaw system enables top jaws to be changed on the gripper
manually and rapidly. An adapter (BSWS-A) and a base (BSWS-B) are required for each
gripper jaw.

passive. For each active jaw, an FMS-AT control unit and an FMS-A connection cable are Description ID
required. BSWS-A 100 0303026
Destription D BSWS8 100 0303027
FMS-AT 0301810
FMS-AK0200 0301820
FMS-AK0500 0301821
FMS-AK1000 0301822
FMS-AK2000 0301823
FMS-ZBA 100 0301836
FMS-BP 100 0301837

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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PGB 125

Pneumatic - 2-Finger Parallel Gripper - Universal Gripper

Sensor System

End position monitoring: End position monitoring:

Inductive proximity switches, for direct mounting Electronic magnetic switches, for mounting in C-slot
Description D Recommended product Description D Recommended product
IN 80-5-M12 0301578 MMS 22-5-M5-NPN 0301439
IN 80-5-M8 0301478 0 MMS 22-5-M5-NPN-SA 0301449
INK 80-5 0301550 MMS 22-5-M5-PNP 0301438

MMS 22-5-M5-PNP-SA 0301448

@® Two sensors (NO contacts) are required for each gripper, plus extension cables as an IS 22-5 MEAPN 0301433

option. MMS 22-5-M8-NPN-SA 0301443
MMS 22-5-M8-PNP 0301432 .

MMS 22-5-M8-PNP-SA 0301442

MMSK 22-S-NPN 0301435

MMSK 22-S-NPN-SA 0301445

MMSK 22-5-PNP 0301434

MMSK 22-5-PNP-SA 0301444

@® Two sensors (NO contacts) are required for each gripper, plus extension cables as an

option.
Extension cable for proximity switch/magnetic switch p
Description ID
KA BGOS-L 3P-0300 0301652
KA BGOS-L 3P-0300-PNP 0301622
KA BWO5-L 3P-0300 0301650

KA BWOS-L 3P-0300NPN 0301602
KA BWOS-L 3P-0300PNP 0301594
KA BWOS-L 3P-0500-NPN- - 9641116
KA BWOS-L 3P-0500PNP 0301502
KA BW12- 3P-0300PNP 0301503
KA BW12- 3P-0500PNP 0301507
KV BW08-SG08 3P-0030-PNP 0301495
KV BW08-SG08 3P-0100-PNP 0301496
KV BW08-SG08 3P-0200-PNP 0301497
KV BW12-5612 3P-0030-PNP 0301595
KV BW12-5612 3P-0100-PNP 0301596
KV BW12-5612 3P-0200-PNP 0301597

@ Please note the minimum permitted bending radi for the sensor cables, which are
generally 35 mm.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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PGB 125

Pneumatic - 2-Finger Parallel Gripper - Universal Gripper

Sensor System

e

b APE-H -.':" -
i -
oy

Measuring system: Measuring system:
APS Analog position sensor FPS Flexible position sensor

Description ID Description ID
APSK0200 0302066 AS-PGN/PINplus 100/1 0301634
APSK0700 0302068 FPSFS 0301805
APSMTE 0302064 FPSEST 0301807
APSMTS 0302062 FPSS M8 0301704
ASAPS-M1-100,/1 0302079

@ When using an APS system, o mounting kit (AS-APS, incl. 3 m cable), an APS sensor
(APS-M1S) and electronics (APS-M1E) are required for each gripper. An extension
cable (APSK) can be connected between the sensor and the electronics as an option.
The max. cable length between the sensor and the electronics is 10 m, between the
electronics and their control unit (PLC) it is max. 1 m.

Maximum permitted finger offset

@ When using an FPS system, an FPS sensor (FPS-S) and an control unit (FPS-F5 /
F5 T or A5) are required for each gripper as well as a mounting kit (AS), if listed.
(able extensions (KV) are available s options in the , Accessories” catalog section.

140

120 A

0O 10 20 30 40 50 60 70 80 90 100 110
Yy [mm]

Permitted range
Non-permissible range

The curve applies to the basic version (stroke -1). For other versions, the curve will be
parallel but offset in line with the max. permitted finger length.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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Pneumatic - 2-Finger Parallel Gripper - Sealed Grippers

1 — o

Sizes Weight Gripping force Stroke per finger Workpiece weight
40 .. 200 0.25kg .. 9.5kg 125N .. 6230 N 2:mm .. 25 mm 0.6 kg .. 22.1 kg

Application example

Sealed and extremely robust rotary o DPG-plus 125 2-Finger Parallel e SRU 35.1-180-3-4 Rotary Actuator
gripping combination for use in tough Gripper, with top fingers equipped in sealed IP67 version
environments such as foundries, grinding with carbide damping inserts

shops or forges
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Pneumatic - 2-Finger Parallel Gripper - Sealed Grippers

Sealed Grippers

Despite the high moment load capabilities of the base jaws, this
sealed 2inger parallel gripper conforms to the IP 67 requirements
and does not permit any substances from the working environment
to penetrate the interior of the unit.

Area of application

The DPG-plus is ideally suited for the handling of rough or dirty
workpieces. lts area of application extends from the loading and
unloading of machines, such as in the case of sanitary blocks,
grinding machines, lathes or milling machines, to handling tasks in
painting plants, in powder-processing and underwater.

Your advantages and benefits

Robust interior multiple-tooth guidance
for the precise handling of all kinds of workpieces

Wiper seal on the outer round guide
for permanent, secure gripper sealing

High maximum load capabilities
suitable for the use of long gripper fingers

Sealed 2-finger parallel gripper
is conform to IP67 requirements despite a high moment-load
capabilities

Oval piston drive design
for maximum gripping forces

Mounting from two sides in three screw directions
for universal and flexible gripper assembly

Air supply via hose-free direct connection or screw
connections
for the flexible supply of compressed air in all automation systems

Compact dimensions
for minimal inferfering contours in handling

General information on the series
Working principle
Wedge-hook kinematics

Housing material
Aluminum alloy, hard-anodized

Base jaw material
Hardened steel

Actuation

Pneumatic, with filtered compressed air (10 pm): Dry, lubricated or non-ubricated
Pressure medium: Requirements on quality of the compressed air according fo
DIN IS0 8573-1: 6 4 4.

Warranty
24 months

Scope of delivery
Centering sleeves, O-rings for direct connection, assembly and operating manual with
manufacturer’s declaration

Gripping force safety device
with either mechanical gripping force safety device or SDV-P pressure maintenance
valve
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Sectional diagram

o Inner base jaw e Wiper seal ﬂ Oval piston

(multiple-tooth guidance) for permanent, secure gripper sealing with rod and wedge hook
for heavy moment loads for power generation and transmission

e Outer base jaw (round)
providing a sealable, round surface

Function description Options and special information
The piston is moved up or down by means of compressed air. The angled active Please note that an additional hose for bleeding or purging the air is essential for the
surfaces of the wedge hook produce a synchronized, parallel jow movement. gripper, i.e. it requires three hoses in total. See the assembly and operating manual

for more detailed information.

Version with higher grip forces
When higher gripping forces are required
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Pneumatic - 2-Finger Parallel Gripper - Sealed Grippers

Accessories
Centering sleeves Fittings MMS magnetic switches  KV/KA sensor cables

Accessories from SCHUNK —
the suifable supplement for
maximum functionality,
reliability and performance of
all automation modules.

Quentes plastic inserts V sensor distributors

SDV-P pressure
maintenance valves

HKI gripper pads

@ For the exact size of the required accessories, availability of this size and the designation and ID, please refer to the additional views at the end of the size in question.
You will find more detailed information on our accessory range in the , Accessories” catalog section.

General information on the series

Gripping force Workpiece weight

is the arithmetic total of the gripping force applied fo each base jow at distance P The recommended workpiece weight is calculated for a force-type connection with a
(see illustration), measured from the upper edge of the gripper. coefficient of friction of 0.1 and a safety factor of 2 against slippage of the
Finger length workpiecg on uc.celeraﬁor.] dug fo gravity g. Considerably heavier workpiece weights
is measured from the upper edge of the gripper housing in the direction of the main are permitted with formit gripping.

axis. Closing and opening times

Closing and opening times are purely the times that the base jaws or fingers are in
motion. Valve switching times, hose filling times or PLC reaction times are not
included in the above times and must be taken into consideration when determining
cycle times.

Repeat accuracy
is defined as the spread of the limit position after 100 consecutive strokes.
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Gripping force, I.D. gripping Finger load

Gripping force
250 T —DPG+40/4 bar —DPG+40/6 bar
—DPG+40 1S/4 bar —DPG+40 IS/6 bar

200

—

S— T
\o\\\

L[mm] 10 20 30 40
Finger length

B M max. 10.0 Nm
B M, mox. 14.0 Nm

Gripping force, 0.D. gripping

G"”'"gfrfge.. —DPG+40/4 bar  —DPG+40/6 bar M M, mox. 5.0 Nm
200 —DPG+40 AS/4 bar —DPG+40 AS/6 bar . FZ max. 2000 N
\
150 - @ Moments and forces apply per base jaw and may occur
100 : — simultaneously. My may arise in addifion to the moment
50 —— generated by the gripping force itself. If the mox.
z permitted finger weight is exceeded, it is imperative to
ol 10 o o o th'ronle the O pressure so thgt the jow movement occuts
. without any hitting or bouncing. Service life may reduce.
Technical data
Description DPG-plus 40 DPG-plus 40-AS DPG-plus 40-IS
D 0304291 0304293 0304295
Stroke per jow [mm] 25 25 25
(losing force IN] 110.0 145.0
Opening force IN] 120.0 165.0
Min. spring force IN] 350 450
Weight kgl 012 0.14 0.14
Recommended workpiece weight  [kg] 0.55 0.55 0.55
Air consumption per double stroke ~ [em?] 25 55 5.5
Minimum pressure (bar] 25 40 40
Maximum pressure (bar] 8.0 6.5 6.5
Nominal pressure (bar] 6.0 6.0 6.0
(losing time [s] 0.03 0.03 0.03
Opening time [s] 0.03 0.05 0.05
Max. permitted finger length [mm] 40.0 40.0 40.0
Max. permitted weight per finger  [kg] 0.1 0.1 0.1
IP rafing 67 67 67
Min. ambient temperature [°Q -10.0 -10.0 -10.0
Température ambiante mox. [°Q 90.0 90.0 90.0
Repeat accuracy [mm] 0.01 0.01 0.01
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DPG-plus 40

Pneumatic - 2-Finger Parallel Gripper - Sealed Grippers
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The drawing shows the gripper in the basic version with closed jaws, the dimensions A Main/direct connecion, gripper opening
do not include the options described below. Bb Main/direct connection, gripper closing
S,s Air purge or ventilation hole
(1) Gripper connection
@® The SDV-P pressure maintenance valve can be used as a gripping force safety @ fFinger connection
device (see , Accessories” catalog section).
Hose-free direct connection AS/I1S gripping force safety device
38
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3 © [
AN . |
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)X%« o eoTh 33
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@31~ 0601 —(4) o]
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(3 Adupter
(@) Gripper

The direct connection is used for supplying compressed air fo the gripper without hoses.
Instead, the pressure medium is fed through bore-holes in the mounting plate.

SCHUNKg@
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Projection only with AS version

The mechanical gripping force safety device ensures o minimum gripping force even if
there is a drop in pressure. This acts as closing force in the AS version, and as opening
force in the IS version. In addition, the gripping force safety device can also be employed
as a gripping force booster or for single-acting gripping.
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Sensor system

Extension cables for proximity switches/magnetic switches

Description D

KA BGO5-L 3P-0300 0301652
KA BGOB-L 3P-0300-PNP 0301622
KA BWO5-L 3P-0300 0301650

KA BWOB-L 3P-0300NPN 0301602
KA BWOB-L 3P-0300PNP 0301594
KA BWOB-L 3P-0500NPN 9641116
KA BWOB-L 3P-0500PNP 0301502
KV BWO08-5608 3P-0030-PNP 0301495
KV BWO08-5608 3P-0100-PNP 0301496

i KV BIVOB SGOB 3P0200°NP 0301497
I
@ Please note the minimum permitted bending radii for the sensor cables, which are
End position monitoring: generally 35 mm.
Electronic magnefic switches, for mounting in C-slot
Description D Recommended product
MMS 22-S-M5-NPN 0301439
MMS 22-5-M5-NPN-SA 0301449
JAMS 22-5-M5-PNP 0301438
MAMS 22-5-M5-PNP-SA 0301448
MMS 22-S-M8-NPN 0301433
MMS 22-5-M8-NPN-SA 0301443
JAMS 22-5-M8-PNP 0301432 .
MAMS 22-5-M8-PNP-SA 0301442
MMSK 22-SNPN 0301435
MMSK 22-S-NPN-SA 0301445
MMSK 22-5-PNP 0301434
MMSK 22-5-PNP-SA 0301444

@ Two sensors (NO contacts) are required for each gripper, plus extension cables as an
option.

Maximum permitted finger offset

Y [mm]

Permitted range
Non-permissible range

The curve applies to the basic version (stroke -1). For other versions, the curve will be
parallel but offset in line with the max. permitted finger length.
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Gripping force, I.D. gripping Finger load

Gripping force
600 T —DPG+50/1 —DPG+50/2
—DPG+50/1 IS —DPG+50/2 1S
\
400 —g
ﬁ\\
\qb\\
2
00 e
z
w
L [mm] 10 20 30 40 50
Finger length

B M mox. 15.0 Nm
B M, mox. 19.0 Nm

Gripping force, 0.D. gripping

anpmgefgcoe“ —DPG+50/1 —DPG+50/2 M i, mox. 8.0 Nm
—~DPG+50/1 AS  —DPG+50/2 AS W5 omox 3500N
“00 —— @ Moments and forces apply per base jaw and may occur
——— simultaneously. My may arise in addifion to the moment
200 I e— generated by the gripping force itself. If the mox.
= permitted finger weight is exceeded, it is imperative to
- ol 10 20 20 40 0 th'ronle the air pressure so thgt the jow movement occurs
— without any hitting or bouncing. Service life may reduce.
Technical data
Description DPG-plus 50-1 DPG-plus 50-2  DPG-plus 50-1-AS  DPG-plus 50-2-4S  DPG-plus 50-1-15 DPG-plus 50-2-I
D 0304301 0304302 0304303 0304304 0304305 0304306
Stroke per jow [mm] 40 20 40 20 40 20
(losing force IN] 125.0 260.0 165.0 345.0
Opening force IN] 130.0 275.0 170.0 360.0
Min. spring force IN] 40.0 85.0 40.0 85.0
Weight kgl 0.25 0.25 0.3 0.3 03 0.3
Recommended workpiece weight  [kg] 0.6 13 0.6 1.3 0.6 13
Air consumption per double stroke ~ [em?] 5.0 5.0 120 12.0 12.0 120
Minimum pressure (bar] 25 25 40 40 40 40
Maximum pressure (bar] 8.0 8.0 6.5 6.5 6.5 6.5
Nominal pressure (bar] 6.0 6.0 6.0 6.0 6.0 6.0
(losing time [s] 0.03 0.03 0.03 0.03 0.05 0.05
Opening time [s] 0.03 0.03 0.05 0.05 0.03 0.03
Max. permitted finger length [mm] 50.0 40.0 50.0 400 50.0 40.0
Max. permitted weight per finger  [kg] 0.15 0.15 0.15 0.15 0.15 0.15
IP rating 67 67 67 67 67 67
Min. ambient temperature [°C] -10.0 -10.0 -10.0 -10.0 -10.0 -10.0
Température ambiante mox. [°Q 90.0 90.0 90.0 90.0 90.0 90.0
Repeat accuracy [mm] 0.01 0.01 0.01 0.01 0.01 0.01
OPTIONS and their characteristics
KV for increased grip force D 0304307 0304308 0304309 0304300
Description DPG-plus 50-1-KVZ ~ DPG-plus 50-2KVZ  DPG-plus 50-1-ASKVZ DPG-plus 50-1-15KVZ
(losing force IN] 2250 470.0 265.0
Opening force IN] 235.0 505.0 2750
Weight kgl 0.29 0.29 0.34 0.34
Maximum pressure [bar] 6.0 6.0 6.0 6.0
Air consumption per double stroke ~ [em?] 10.0 10.0 17.0 17.0
Max. permitted finger length [mm] 40.0 30.0 30.0 30.0

@ Please note that an additional hose for bleeding ventilation or purging the air is essential for the gripper, i.e. it requires three hoses in total. See the assembly and operating manual
for more detailed information.
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Main views
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DPG+50/171...79
DPG+50/271...75
For finger connection, we recommend only using two of the four cenfering bores for A Main/direct connecion, gripper opening
each finger. The drawing shows the gripper in the basic version with closed jaws, the EE Q\/::]M g'efegr' ‘fgggﬁftrgn”hglféppef dlosing
dimensions do not include the options described below. @ Griper connection
@® The SDV-P pressure maintenance valve can also be used (see , Accessories” (@ Finger connection
catalog section) for 1.D. or 0.D. gripping as an alternative or in addition to the
spring-loaded, mechanical gripping force safety device.
Hose-free direct connection AS/I1S gripping force safety device
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(3 Adupter
(@) Gripper

The direct connection is used for supplying compressed air fo the gripper without hoses.
Instead, the pressure medium is fed through bore-holes in the mounting plate.

SCHUNKg@
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Projection only with AS version

The mechanical gripping force safety device ensures o minimum gripping force even if
there is a drop in pressure. This acts as closing force in the AS version, and as opening
force in the IS version. In addition, the gripping force safety device can also be employed
as a gripping force booster or for single-acting gripping.
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KVZ for increased grip force
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@0 With AS /IS version

The KVZ griporce cylinder increases the gripping forces during opening and closing. A
second, in series-connected piston also increases the force on the wedge hook. The full
gripping force shown in the data table is sometimes only reached after o few hundred

gripping cycles.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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Sensor system

Extension cables for proximity switches/magnetic switches

Description D

KA BGO5-L 3P-0300 0301652
KA BGOB-L 3P-0300-PNP 0301622
KA BWO5-L 3P-0300 0301650

KA BWOS-L 3P-0300-NPN 0301602
KA BWOS-L 3P-0300PNP 0301594
KA BWOS-L 3P-0500-NPN 9641116
KA BWOS-L 3P-0500PNP 0301502
KV BWO8-5608 3P-0030-PNP 0301495

KV BWO08-S608 3P-0100-PNP 0301496
KV BWO08-S608 3P-0200-PNP 0301497
@ Please note the minimum permitted bending radii for the sensor cables, which are
End position monitoring: generally 35 mm.
Electronic magnefic switches, for mounting in C-slot
Description D Recommended product
JAMS 22-S-M5-NPN 0301439
JAMS 22-S-M5-NPN-SA 0301449
JAMS 22-5-M5-PNP 0301438
JAMS 22-S-M5-PNP-SA 0301448
JAMS 22-S-MB-NPN 0301433
JAMS 22-S-M8-NPN-SA 0301443
JAMS 22-5-M8-PNP 0301432 o
JAMS 22-S-M8-PNP-SA 0301442
JMSK 22-SNPN 0301435
JMSK 22-G:NPN-SA 0301445
JMMSK 22-5-PNP 0301434
JMMSK 22-5-PNP-SA 0301444
@ Two sensors (NO contacts) are required for each gripper, plus extension cables as an
option.
Maximum permitted finger offset
60
50
40 -
z —
E 30
" 20
10
0 ‘
0 10 20 30 40 50
= = Y [mm]

Permitted range
Non-permissible range

The curve applies to the basic version (stroke -1). For other versions, the curve will be
parallel but offset in line with the max. permitted finger length.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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Gripping force, I.D. gripping Finger load

Gripping force
1000 + —DPG+64/1 —DPG+64/2
—DPG+64/1 IS —DPG+64/2 IS
750
\'0-\
—~
500
—
P e ———
— \
Z
o
L [mm] 20 40 60

Finger length

B M mox. 30.0 Nm
B M, mox. 45.0 Nm

Gripping force, 0.D. gripping

G"”'"gg'ée.. —DPG+64/1 —DPG+64/2 B M, mox. 30.0 Nm
—DPG+64/1 AS —DPG+64/2 AS . Fz Max. 8000 N
600 —— X
— @ Moments and forces apply per base jaw and may occur
500 — simultaneously. My may arise in addifion to the moment
——— generated by the gripping force itself. If the mox.
Z permitted finger weight is exceeded, it is imperative to
- Tl 20 o o th'ronle the air pressure so thgt the jow movement occurs
_ without any hitting or bouncing. Service life may reduce.
Technical data
Description DPG-plus 64-1 DPG-plus 64-2  DPG-plus 64-1-A5  DPG-plus 64-2-AS  DPG-plus 64-1-15 DPG-plus 64-2-1S
D 0304311 0304312 0304313 0304314 0304315 0304316
Stroke per jow [mm] 6.0 3.0 6.0 3.0 6.0 3.0
(losing force IN] 2250 470.0 305.0 640.0
Opening force IN] 240.0 500.0 320.0 670.0
Min. spring force IN] 80.0 170.0 80.0 170.0
Weight kgl 0.39 0.39 0.46 0.46 0.46 0.46
Recommended workpiece weight  [kg] 1.1 23 1] 23 1.1 23
Air consumption per double stroke ~ [em?] 9.0 9.0 4.0 240 24.0 240
Minimum pressure (bar] 25 25 40 40 40 40
Maximum pressure (bar] 8.0 8.0 6.5 6.5 6.5 6.5
Nominal pressure (bar] 6.0 6.0 6.0 6.0 6.0 6.0
(losing time [s] 0.04 0.04 0.03 0.03 0.06 0.06
Opening time [s] 0.04 0.04 0.06 0.06 0.03 0.03
Max. permitted finger length [mm] 64.0 50.0 64.0 50.0 64.0 50.0
Max. permitted weight per finger  [kg] 03 03 0.3 0.3 03 03
IP rating 67 67 67 67 67 67
Min. ambient temperature [°C] -10.0 -10.0 -10.0 -10.0 -10.0 -10.0
Température ambiante mox. [°Q 90.0 90.0 90.0 90.0 90.0 90.0
Repeat accuracy [mm] 0.01 0.01 0.01 0.01 0.01 0.01
OPTIONS and their characteristics
KV for increased grip force D 0304317 0304318 0304319 0304310
Description DPGplus 64-1-KVZ  DPG-plus 64-2KVZ  DPG-plus 64-1-ASKVI DPG-plus 64-1-15KVI
(losing force IN] 405.0 850.0 485.0
Opening force IN] 440.0 915.0 520.0
Weight kgl 047 047 0.55 0.55
Maximum pressure [bar] 6.0 6.0 6.0 6.0
Air consumption per double stroke ~ [em?] 9.0 9.0 4.0 24.0
Max. permitted finger length [mm] 50.0 40.0 40.0 40.0

@ Please note that an additional hose for bleeding ventilation or purging the air is essential for the gripper, i.e. it requires three hoses in total. See the assembly and operating manual
for more detailed information.
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Main views
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DPG+64/1 82 ... 94
DPG+64/2 82 ... 88
For finger connection, we recommend only using two of the four cenfering bores for A Main/direct connecion, gripper opening
each finger. The drawing shows the gripper in the basic version with closed jaws, the E'b Q\/ﬁ“'"/ direct CO“T’!fCTT'O”hgl”Pper dlosing
S . . . s Air purge or ventilation hole
dimensions do not include the options described below. (0 Giipper connection
@® The SDV-P pressure maintenance valve can also be used (see , Accessories” (@ Finger connection
catalog section) for 1.D. or 0.D. gripping as an alternative or in addition to the
spring-loaded, mechanical gripping force safety device.
Hose-free direct connection AS/I1S gripping force safety device
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(3 Adupter
(@) Gripper

The direct connection is used for supplying compressed air fo the gripper without hoses.
Instead, the pressure medium is fed through bore-holes in the mounting plate.

SCHUNKg@

Projection only with AS version

The mechanical gripping force safety device ensures o minimum gripping force even if
there is a drop in pressure. This acts as closing force in the AS version, and as opening
force in the IS version. In addition, the gripping force safety device can also be employed
as a gripping force booster or for single-acting gripping.
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KVZ for increased grip force
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@0 With AS /IS version

The KVZ griporce cylinder increases the gripping forces during opening and closing. A
second, in series-connected piston also increases the force on the wedge hook. The full
gripping force shown in the data table is sometimes only reached after o few hundred

gripping cycles.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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DPG-plus 64

Pneumatic - 2-Finger Parallel Gripper - Sealed Grippers

Sensor system

Extension cables for proximity switches/magnetic switches

Description D

KA BGO5-L 3P-0300 0301652
KA BGOB-L 3P-0300-PNP 0301622
KA BWO5-L 3P-0300 0301650

KA BWOS-L 3P-0300-NPN 0301602
KA BWOS-L 3P-0300PNP 0301594
KA BWOS-L 3P-0500-NPN 9641116
KA BWOS-L 3P-0500PNP 0301502
KV BWO8-5608 3P-0030-PNP 0301495

KV BWO08-5608 3P-0100-PNP 0301496
KV BWO08-5608 3P-0200-PNP 0301497
@ Please note the minimum permitted bending radii for the sensor cables, which are
End position monitoring: generally 35 mm.
Electronic magnefic switches, for mounting in C-slot
Description D Recommended product
MMS 22-5-M5-NPN 0301439
MMS 22-S-M5-NPN-SA 0301449
MMS 22-5-M5-PNP 0301438
MMS 22-5-M5-PNP-SA 0301448
MMS 22-5-M8-NPN 0301433
MMS 22-5-M8-NPN-SA 0301443
MMS 22-5-M8-PNP 0301432 .
MMS 22-5-M8-PNP-SA 0301442
MMSK 22-S-NPN 0301435
MMSK 22-S-NPN-SA 0301445
MMSK 22-S-PNP 0301434
MMSK 22-5-PNP-SA 0301444
@ Two sensors (NO contacts) are required for each gripper, plus extension cables as an
option.
Maximum permitted finger offset
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Permitted range
Non-permissible range

The curve applies to the basic version (stroke -1). For other versions, the curve will be
parallel but offset in line with the max. permitted finger length.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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DPG-plus 80

Pneumatic - 2-Finger Parallel Gripper - Sealed Grippers

Gripping force, I.D. gripping Finger load

Gripping force

1600  —DPG+80/1 —DPG+80/2
—~DPG+80/11S  —DPG+80/2 1S

1200

[ ———

[

—

L[mm] 20 40 60 80
Finger length

B M mox. 45.0 Nm
B M, mox. 71.0 Nm

Gripping force, 0.D. gripping

G"ppmiz;eo__ —DPG+80/1 —DPG+80/2 B M, max. 40.0 Nm
1200 —DPG+80/1 AS  —DPG+80/2 AS . FZ Max. ]]000 N
\ B
900 @ Moments and forces apply per base jaw and may occur
600 T simultaneously. My may arise in addifion to the moment
300 — generated by the gripping force itself. If the mox.
= permitted finger weight is exceeded, it is imperative to
e 20 o o o th'ronle the air pressure so thgt the jow movement occurs
e without any hitting or bouncing. Service life may reduce.
Technical data
Description DPG-plus 80-1 DPG-plus 80-2  DPG-plus 80-1-A5  DPG-plus 80-2-45  DPG-plus 80-1-15 DPG-plus 80-2-IS
D 0304321 0304322 0304323 0304324 0304325 0304326
Stroke per jow [mm] 8.0 40 8.0 40 8.0 40
(losing force IN] 375.0 7750 515.0 1065.0
Opening force IN] 415.0 860.0 555.0 1150.0
Min. spring force IN] 140.0 290.0 140.0 290.0
Weight kgl 0.68 0.68 0.8 0.8 0.8 0.8
Recommended workpiece weight  [kg] 18 38 18 38 1.8 38
Air consumption per double stroke ~ [em?] 1.0 10 450 45.0 45.0 45.0
Minimum pressure (bar] 25 25 40 40 40 40
Maximum pressure (bar] 8.0 8.0 6.5 6.5 6.5 6.5
Nominal pressure (bar] 6.0 6.0 6.0 6.0 6.0 6.0
(losing time [s] 0.05 0.05 0.04 0.04 0.07 0.07
Opening time [s] 0.05 0.05 0.07 0.07 0.04 0.04
Max. permitted finger length [mm] 80.0 64.0 80.0 64.0 80.0 64.0
Max. permitted weight per finger  [kg] 0.5 0.5 0.5 0.5 05 0.5
IP rating 67 67 67 67 67 67
Min. ambient temperature [°C] -10.0 -10.0 -10.0 -10.0 -10.0 -10.0
Température ambiante mox. [°Q 90.0 90.0 90.0 90.0 90.0 90.0
Repeat accuracy [mm] 0.01 0.01 0.01 0.01 0.01 0.01
OPTIONS and their characteristics
KV for increased grip force D 0304327 0304328 0304329 0304320
Description DPG-plus 80-1-KVZ ~ DPG-plus 80-2KVZ  DPG-plus 80-1-ASKVZ DPG-plus 80-1-15KVZ
(losing force IN] 675.0 1395.0 815.0
Opening force IN] 755.0 1550.0 895.0
Weight kgl 0.85 0.85 0.95 0.95
Maximum pressure [bar] 6.0 6.0 6.0 6.0
Air consumption per double stroke ~ [em?] 420 420 66.0 66.0
Max. permitted finger length [mm] 64.0 50.0 50.0 50.0

@ Please note that an additional hose for bleeding ventilation or purging the air is essential for the gripper, i.e. it requires three hoses in total. See the assembly and operating manual
for more detailed information.
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Main views

DPG-plus 80

Pneumatic - 2-Finger Parallel Gripper - Sealed Grippers
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DPG+80/1 98.5 ... 114.5
DPG+80/2 98.5 ... 106.5
For finger connection, we recommend only using two of the four cenfering bores for A Main/direct connecion, gripper opening
each finger. The drawing shows the gripper in the basic version with closed jaws, the E'b Q\/ﬁ“'"/ direct conrylectlon,hglnpper dlosing
dimensions do not include the options described below. é G'[rippplg?io?lrn‘é‘:ﬁgnm'o” oe
@® The SDV-P pressure maintenance valve can also be used (see , Accessories” (@ Finger connection
catalog section) for 1.D. or 0.D. gripping as an alternative or in addition to the
spring-loaded, mechanical gripping force safety device.
Hose-free direct connection AS/I1S gripping force safety device
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(3 Adupter
(@) Gripper

The direct connection is used for supplying compressed air fo the gripper without hoses.
Instead, the pressure medium is fed through bore-holes in the mounting plate.

SCHUNKg@

www.schunk.com

Projection only with AS version

The mechanical gripping force safety device ensures o minimum gripping force even if
there is a drop in pressure. This acts as closing force in the AS version, and as opening
force in the IS version. In addition, the gripping force safety device can also be employed
as a gripping force booster or for single-acting gripping.

37



DPG-plus 80

Pneumatic - 2-Finger Parallel Gripper - Sealed Grippers

KVZ for increased grip force
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@0 With AS /IS version

The KVZ griporce cylinder increases the gripping forces during opening and closing. A
second, in series-connected piston also increases the force on the wedge hook. The full
gripping force shown in the data table is sometimes only reached after o few hundred

gripping cycles.

Eﬂ You can find more defailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog secfion.
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DPG-plus 80

Pneumatic - 2-Finger Parallel Gripper - Sealed Grippers

Sensor system

Extension cables for proximity switches/magnetic switches

Description D

KA BGO5-L 3P-0300 0301652
KA BGOB-L 3P-0300-PNP 0301622
KA BWO5-L 3P-0300 0301650

KA BWOS-L 3P-0300-NPN 0301602
KA BWOS-L 3P-0300PNP 0301594
KA BWOS-L 3P-0500-NPN 9641116
KA BWOS-L 3P-0500PNP 0301502
KV BWO8-5608 3P-0030-PNP 0301495

KV BWO08-S608 3P-0100-PNP 0301496
KV BWO08-S608 3P-0200-PNP 0301497
@ Please note the minimum permitted bending radii for the sensor cables, which are
End position monitoring: generally 35 mm.
Electronic magnefic switches, for mounting in C-slot
Description D Recommended product
JAMS 22-S-M5-NPN 0301439
JAMS 22-S-M5-NPN-SA 0301449
JAMS 22-5-M5-PNP 0301438
JAMS 22-S-M5-PNP-SA 0301448
JAMS 22-S-MB-NPN 0301433
JAMS 22-S-M8-NPN-SA 0301443
JAMS 22-5-M8-PNP 0301432 o
JAMS 22-S-M8-PNP-SA 0301442
JMSK 22-SNPN 0301435
JMSK 22-G:NPN-SA 0301445
JMMSK 22-5-PNP 0301434
JMMSK 22-5-PNP-SA 0301444
@ Two sensors (NO contacts) are required for each gripper, plus extension cables as an
option.
Maximum permitted finger offset
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Permitted range
Non-permissible range

The curve applies to the basic version (stroke -1). For other versions, the curve will be
parallel but offset in line with the max. permitted finger length.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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DPG-plus 100

Pneumatic - 2-Finger Parallel Gripper - Sealed Grippers

Gripping force, I.D. gripping Finger load

Gripping force
- —DPG+100/1 —DPG+100/2
2500 —DPG+100/1 IS —DPG+100/2 IS
2000
1500 =
1000 g
500
Zz
w
L [mm] 25 50 75 100
Finger length

B M max. 60.0 Nm
B M, mox. 75.0 Nm

Gripping force, 0.D. gripping

G"ppmng;[;eo T —DPG+100/1 —DPG+100/2 B M, mox. 53.0 Nm
2000 —DPG+100/1 AS —DPG+100/2 AS . FZ max. ]5000 N
1500 — - @ Moments and forces apply per base jaw and may occur
1000 — simultaneously. My may arise in addifion to the moment
500 S generated by the gripping force itself. If the mox.
= permitted finger weight is exceeded, it is imperative to
“ 25 s0 75 100 throttle the air pressure so that the jow movement occurs
_— without any hitting or bouncing. Service life may reduce.
Technical data
Description DPG-plus 100-1 DPG-plus 100-2  DPG-plus 100-1-AS  DPG-plus 100-2-AS ~ DPG-plus 100-14S ~ DPG-plus 100-2-1S
D 0304331 0304332 0304333 0304334 0304335 0304336
Stroke per jow [mm] 10.0 50 10.0 50 10.0 50
(losing force IN] 625.0 1300.0 855.0 1775.0
Opening force IN] 685.0 1430.0 915.0 1905.0
Min. spring force IN] 230.0 475.0 230.0 475.0
Weight kgl 1.1 1.1 1.35 1.3 1.35 1.35
Recommended workpiece weight  [kg] 31 6.5 3.1 6.5 3.1 6.5
Air consumption per double stroke ~ [em?] 40.0 40.0 85.0 85.0 85.0 85.0
Minimum pressure (bar] 25 25 40 40 40 40
Maximum pressure (bar] 8.0 8.0 6.5 6.5 6.5 6.5
Nominal pressure (bar] 6.0 6.0 6.0 6.0 6.0 6.0
(losing time [s] 0.09 0.09 0.07 0.07 0.12 0.12
Opening time [s] 0.09 0.09 0.12 0.12 0.07 0.07
Max. permitted finger length [mm] 100.0 80.0 100.0 80.0 80.0 80.0
Max. permitted weight per finger  [kg] 0.95 0.95 0.95 0.95 0.95 0.95
IP rating 67 67 67 67 67 67
Min. ambient temperature [°C] -10.0 -10.0 -10.0 -10.0 -10.0 -10.0
Température ambiante mox. [°Q 90.0 90.0 90.0 90.0 90.0 90.0
Repeat accuracy [mm] 0.01 0.01 0.01 0.01 0.01 0.01
OPTIONS and their characteristics
KV for increased grip force D 0304337 0304338 0304339 0304330
Description DPGplus 100-1KVZ DPGplus 100-2KVI  DPGplus 100-1-ASKVZ DPGplus 100-1-1SKVZ
(losing force IN] 1125.0 2340.0 1355.0
Opening force IN] 1240.0 2560.0 1470.0
Weight kgl 1.38 1.38 1.61 1.61
Maximum pressure [bar] 6.0 6.0 6.0 6.0
Air consumption per double stroke ~ [em?] 80.0 80.0 1250 1250
Max. permitted finger length [mm] 80.0 64.0 64.0 64.0

@ Please note that an additional hose for bleeding ventilation or purging the air is essential for the gripper, i.e. it requires three hoses in total. See the assembly and operating manual
for more detailed information.
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DPG-plus 100

Pneumatic - 2-Finger Parallel Gripper - Sealed Grippers

Main views
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For finger connection, we recommend only using two of the four cenfering bores for A Main/direct connecion, gripper opening
each finger. The drawing shows the gripper in the basic version with closed jaws, the E'b Q\/ﬁ“'"/ direct CO“T’!fCTT'O”hgl”pper dlosing
S . . . s Air purge or ventilation hole
dimensions do not include the options described below. (0 Giipper connection
@® The SDV-P pressure maintenance valve can also be used (see , Accessories” (@ Finger connection
catalog section) for 1.D. or 0.D. gripping as an alternative or in addition to the
spring-loaded, mechanical gripping force safety device.
Hose-free direct connection AS/I1S gripping force safety device
81
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(3 Adupter Projection only with AS version
@ Giiper The mechanical gripping force safety device ensures o minimum gripping force even if
The direct connection is used for supplying compressed i o the gripper without hoses. there is a drop in pressure. This acts as closing force in the AS version, and as opening
Instead, the pressure medium is fed through bore-holes i the mounting plafe. force in the IS version. In addition, the gripping force safety device can also be employed

as a gripping force booster or for single-acting gripping.
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DPG-plus 100

Pneumatic - 2-Finger Parallel Gripper - Sealed Grippers

KVZ for increased grip force
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@0 With AS /IS version

The KVZ griporce cylinder increases the gripping forces during opening and closing. A
second, in series-connected piston also increases the force on the wedge hook. The full
gripping force shown in the data table is sometimes only reached after o few hundred

gripping cycles.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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DPG-plus 100

Pneumatic - 2-Finger Parallel Gripper - Sealed Grippers

Sensor system

Extension cables for proximity switches/magnetic switches

Description D

KA BGO5-L 3P-0300 0301652
KA BGOB-L 3P-0300-PNP 0301622
KA BWO5-L 3P-0300 0301650

KA BWOS-L 3P-0300-NPN 0301602
KA BWOS-L 3P-0300PNP 0301594
KA BWOS-L 3P-0500-NPN 9641116
KA BWOS-L 3P-0500PNP 0301502
KV BWO8-5608 3P-0030-PNP 0301495

KV BWO08-S608 3P-0100-PNP 0301496
KV BWO08-S608 3P-0200-PNP 0301497
@ Please note the minimum permitted bending radii for the sensor cables, which are
End position monitoring: generally 35 mm.
Electronic magnefic switches, for mounting in C-slot
Description D Recommended product
JAMS 22-S-M5-NPN 0301439
JAMS 22-S-M5-NPN-SA 0301449
JAMS 22-5-M5-PNP 0301438
JAMS 22-S-M5-PNP-SA 0301448
JAMS 22-S-MB-NPN 0301433
JAMS 22-S-M8-NPN-SA 0301443
JAMS 22-5-M8-PNP 0301432 o
JAMS 22-S-M8-PNP-SA 0301442
JMSK 22-SNPN 0301435
JMSK 22-G:NPN-SA 0301445
JMMSK 22-5-PNP 0301434
JMMSK 22-5-PNP-SA 0301444
@ Two sensors (NO contacts) are required for each gripper, plus extension cables as an
option.
Maximum permitted finger offset
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Permitted range
Non-permissible range

The curve applies to the basic version (stroke -1). For other versions, the curve will be
parallel but offset in line with the max. permitted finger length.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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DPG-plus 125

Pneumatic - 2-Finger Parallel Gripper - Sealed Grippers

Gripping force, I.D. gripping Finger load

Gripping force
4000 + —DPG+125/1 —DPG+125/2
—DPG+125/1 1S —DPG+125/2 IS
3000 e
—
\
2000 —_—
T —
1000 = e S
z
w
L [mm] 25 50 75 100 125
Finger length

B M, mox. 90.0 Nm
B M, mox. 90.0 Nm
4000 + —DPG+125/1 —DPG+125/2 [ | Mz max. 75.0 Nm

Gripping force, 0.D. gripping

Gripping force

F —DPG+125/1 AS  —DPG+125/2 AS . FZ MOX. ]9000 N
3000 -
2000 B @ Moments and forces apply per base jaw and may occur
— simultaneously. My may arise in addifion to the moment
1000 generated by the gripping force itself. If the mox.
z permitted finger weight is exceeded, it is imperative to
w

throttle the air pressure so that the jow movement occurs

L . S ) o
(oml 2550 75 100 125 without any hitting or bouncing. Service life may reduce.

Finger length
Technical data
Description DPG-plus 125-1 DPG-plus 1252 DPG-plus 125-1-AS  DPG-plus 125-2-AS ~ DPG-plus 125145~ DPG-plus 125-2-S
D 0304341 0304342 0304343 0304344 0304345 0304346
Stroke per jow [mm] 13.0 6.0 13.0 6.0 13.0 6.0
(losing force IN] 1025.0 2130.0 1400.0 2890.0
Opening force IN] 1110.0 2300.0 1485.0 3060.0
Min. spring force IN] 375.0 760.0 375.0 760.0
Weight kgl 1.9 1.9 2.35 2.35 2.35 2.35
Recommended workpiece weight  [kg] 5.1 10.6 5.1 10.6 5.1 10.6
Air consumption per double stroke ~ [em?] 81.0 81.0 158.0 158.0 158.0 158.0
Minimum pressure (bar] 25 25 40 40 40 40
Maximum pressure (bar] 8.0 8.0 6.5 6.5 6.5 6.5
Nominal pressure (bar] 6.0 6.0 6.0 6.0 6.0 6.0
(losing time [s] 0.13 0.13 0.11 0.11 0.16 0.16
Opening time [s] 0.13 0.13 0.16 0.16 0.11 0.1
Max. permitted finger length [mm] 125.0 100.0 125.0 80.0 100.0 80.0
Max. permitted weight per finger  [kg] 1.75 1.75 1.75 1.75 1.75 1.75
IP rating 67 67 67 67 67 67
Min. ambient temperature [°C] -10.0 -10.0 -10.0 -10.0 -10.0 -10.0
Température ambiante mox. [°Q 90.0 90.0 90.0 90.0 90.0 90.0
Repeat accuracy [mm] 0.01 0.01 0.01 0.01 0.01 0.01
OPTIONS and their characteristics
KV for increased grip force D 0304347 0304348 0304349 0304340
Description DPGplus 1251KVZ DPGplus 125-2KVI  DPGplus 125-1-ASKVZ DPGplus 125-1-1SKVI
(losing force IN] 1845.0 3835.0 22200
Opening force IN] 2000.0 4140.0 2375.0
Weight kgl 24 24 29 29
Maximum pressure [bar] 6.0 6.0 6.0 6.0
Air consumption per double stroke ~ [em?] 162.0 162.0 239.0 239.0
Max. permitted finger length [mm] 80.0 64.0 64.0 64.0

@ Please note that an additional hose for bleeding ventilation or purging the air is essential for the gripper, i.e. it requires three hoses in total. See the assembly and operating manual
for more detailed information.
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DPG-plus 125

Pneumatic - 2-Finger Parallel Gripper - Sealed Grippers

Main views
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For finger connection, we recommend only using two of the four cenfering bores for A Main/direct connecion, gripper opening
each finger. The drawing shows the gripper in the basic version with closed jaws, the EE Q\/::]M g'efegrf ;:r[mlflct?(?nnhglr(lepper dlosing
dimensions do not include the options described below. @ Gigper connecfon
@® The SDV-P pressure maintenance valve can also be used (see , Accessories” (@ Finger connection
catalog section) for 1.D. or 0.D. gripping as an alternative or in addition to the
spring-loaded, mechanical gripping force safety device.
Hose-free direct connection AS/I1S gripping force safety device
100
D
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The mechanical gripping force safety device ensures o minimum gripping force even if
there is a drop in pressure. This acts as closing force in the AS version, and as opening
force in the IS version. In addition, the gripping force safety device can also be employed
as a gripping force booster or for single-acting gripping.

(® Mapter

(@) Gripper

The direct connection is used for supplying compressed air fo the gripper without hoses.
Instead, the pressure medium is fed through bore-holes in the mounting plate.
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DPG-plus 125

Pneumatic - 2-Finger Parallel Gripper - Sealed Grippers

KVZ for increased grip force
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@0 With AS /IS version

The KVZ griporce cylinder increases the gripping forces during opening and closing. A
second, in series-connected piston also increases the force on the wedge hook. The full
gripping force shown in the data table is sometimes only reached after o few hundred
gripping cycles.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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DPG-plus 125

Pneumatic - 2-Finger Parallel Gripper - Sealed Grippers

Sensor system

Extension cables for proximity switches/magnetic switches

Description D

KA BGO5-L 3P-0300 0301652
KA BGOB-L 3P-0300-PNP 0301622
KA BWO5-L 3P-0300 0301650

KA BWOS-L 3P-0300-NPN 0301602
KA BWOS-L 3P-0300PNP 0301594
KA BWOS-L 3P-0500-NPN 9641116
KA BWOS-L 3P-0500PNP 0301502
KV BWO8-5608 3P-0030-PNP 0301495

KV BWO08-S608 3P-0100-PNP 0301496
KV BWO08-S608 3P-0200-PNP 0301497
@ Please note the minimum permitted bending radii for the sensor cables, which are
End position monitoring: generally 35 mm.
Electronic magnefic switches, for mounting in C-slot
Description D Recommended product
JAMS 22-S-M5-NPN 0301439
JAMS 22-S-M5-NPN-SA 0301449
JAMS 22-5-M5-PNP 0301438
JAMS 22-S-M5-PNP-SA 0301448
JAMS 22-S-MB-NPN 0301433
JAMS 22-S-M8-NPN-SA 0301443
JAMS 22-5-M8-PNP 0301432 o
JAMS 22-S-M8-PNP-SA 0301442
JMSK 22-SNPN 0301435
JMSK 22-G:NPN-SA 0301445
JMMSK 22-5-PNP 0301434
JMMSK 22-5-PNP-SA 0301444
@ Two sensors (NO contacts) are required for each gripper, plus extension cables as an
option.
Maximum permitted finger offset
140
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Permitted range
Non-permissible range

The curve applies to the basic version (stroke -1). For other versions, the curve will be
parallel but offset in line with the max. permitted finger length.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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Gripping force, I.D. gripping Finger load

Gripping force
—DPG+160/1 —DPG+160/2
6000 —DPG+160/1 IS —DPG+160/2 IS
4000 i N e
\«\
2000t T
—
3
w
L [mm] 35 70 105 140 175
Finger length

B M max. 130.0 Nm
B M, mox. 110.0 Nm

Gripping force, 0.D. gripping

G"ppmgsf(;[(()eo-- —DPG+160/1 —DPG+160/2 B 1, mox. 95.0 Nm
—DPG+160/1 AS —DPG+160/2 AS
s e M £, mox. 2800.0N
T @ Moments and forces apply per base jaw and may occur
2000 — simultaneously. My may arise in addifion to the moment
T generated by the gripping force itself. If the mox.
z permitted finger weight is exceeded, it is imperative to
- throttle the air pressure so that the jow movement occurs
Himml 3570 105 140 :75l . without any hitrtjing or bouncing. Selrvice life may reduce.
inger lengf
Technical data
Description DPG-plus 160-1 DPG-plus 160-2  DPG-plus 160-1-AS  DPG-plus 160-2-AS ~ DPG-plus 160-11S ~ DPG-plus 160-2-1S
D 0304351 0304352 0304353 0304354 0304355 0304356
Stroke per jow [mm] 16.0 8.0 16.0 8.0 16.0 8.0
(losing force IN] 1560.0 3040.0 2100.0 4200.0
Opening force IN] 1680.0 3290.0 2220.0 4450.0
Min. spring force IN] 540.0 1160.0 540.0 1160.0
Weight kgl 3.65 3.65 4.65 4.65 4.65 4.65
Recommended workpiece weight  [kg] 18 15.2 18 15.2 18 15.2
Air consumption per double stroke ~ [em?] 157.0 157.0 265.0 265.0 265.0 265.0
Minimum pressure (bar] 25 25 40 40 40 40
Maximum pressure (bar] 8.0 8.0 6.5 6.5 6.5 6.5
Nominal pressure (bar] 6.0 6.0 6.0 6.0 6.0 6.0
(losing time [s] 0.19 0.19 0.16 0.16 0.33 0.33
Opening time [s] 0.19 0.19 0.33 0.33 0.16 0.16
Max. permitted finger length [mm] 160.0 125.0 160.0 100.0 125.0 100.0
Max. permitted weight per finger  [kg] 30 30 30 30 30 30
IP rating 67 67 67 67 67 67
Min. ambient temperature [°C] -10.0 -10.0 -10.0 -10.0 -10.0 -10.0
Température ambiante mox. [°Q 90.0 90.0 90.0 90.0 90.0 90.0
Repeat accuracy [mm] 0.01 0.01 0.01 0.01 0.01 0.01
OPTIONS and their characteristics
KV for increased grip force D 0304357 0304358 0304359 0304350
Description DPGplus 160-1KVZ DPGplus T60-2KVI  DPGplus 160+1-ASKVZ DPGplus 160-1-1SKVZ
(losing force IN] 2810.0 5470.0 3350.0
Opening force IN] 3025.0 5920.0 3520.0
Weight kgl 5.8 5.8 8.0 8.0
Maximum pressure [bar] 6.0 6.0 6.0 6.0
Air consumption per double stroke ~ [em?] 3140 3140 4220 4220
Max. permitted finger length [mm] 100.0 80.0 80.0 80.0

@ Please note that an additional hose for bleeding ventilation or purging the air is essential for the gripper, i.e. it requires three hoses in total. See the assembly and operating manual
for more detailed information.
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Main views
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For finger connection, we recommend only using two of the four cenfering bores for A Main/direct connecion, gripper opening
each finger. The drawing shows the gripper in the basic version with closed jaws, the ~ B.b Main/direct connection, gripper dlsing

- . . ; S,sAir purge or ventilation hole
dimensions do not include the options described below. () Griper comnection

@® The SDV-P pressure maintenance valve can also be used (see , Accessories” (@ Finger connection
catalog section) for 1.D. or 0.D. gripping as an alternative or in addition to the
spring-loaded, mechanical gripping force safety device.

Hose-free direct connection AS/I1S gripping force safety device
125
D
3 —
&/ o . g .
'\IE f— R &
88 - &) ) 1 o
S ——0 o 8
[\
oax1.5— 1.1 (4)
= —
® Adapter The mechanical gripping force safety device ensures o minimum gripping force even if
@ Gripper there is a drop in pressure. This acts as closing force in the AS version, and as opening
The direct connection is used for supplying compressed ir fo the gripper without hoses. force in the IS version. In addifion, the gripping force safefy device can also be employed
Instead, the pressure medium is fed through bore-holes in the mounting plate. as a ripping force booster or for single-acting gripping.
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KVZ for increased grip force

A y ~
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© © 8%
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o IS

@0 With AS /IS version

The KVZ griporce cylinder increases the gripping forces during opening and closing. A
second, in series-connected piston also increases the force on the wedge hook. The full
gripping force shown in the data table is sometimes only reached after o few hundred

gripping cycles.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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Sensor system

Extension cables for proximity switches/magnetic switches

Description D

KA BGO5-L 3P-0300 0301652
KA BGOB-L 3P-0300-PNP 0301622
KA BWO5-L 3P-0300 0301650

KA BWOS-L 3P-0300-NPN 0301602
KA BWOS-L 3P-0300PNP 0301594
KA BWOS-L 3P-0500-NPN 9641116
KA BWOS-L 3P-0500PNP 0301502
KV BWO8-5608 3P-0030-PNP 0301495

KV BWO08-S608 3P-0100-PNP 0301496
KV BWO08-S608 3P-0200-PNP 0301497
@ Please note the minimum permitted bending radii for the sensor cables, which are
End position monitoring: generally 35 mm.
Electronic magnefic switches, for mounting in C-slot
Description D Recommended product
JAMS 22-S-M5-NPN 0301439
JAMS 22-S-M5-NPN-SA 0301449
JAMS 22-5-M5-PNP 0301438
JAMS 22-S-M5-PNP-SA 0301448
JAMS 22-S-MB-NPN 0301433
JAMS 22-S-M8-NPN-SA 0301443
JAMS 22-5-M8-PNP 0301432 o
JAMS 22-S-M8-PNP-SA 0301442
JMSK 22-SNPN 0301435
JMSK 22-G:NPN-SA 0301445
JMMSK 22-5-PNP 0301434
JMMSK 22-5-PNP-SA 0301444
@ Two sensors (NO contacts) are required for each gripper, plus extension cables as an
opfion.
Maximum permitted finger offset
180
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Permitted range
Non-permissible range

The curve applies to the basic version (stroke -1). For other versions, the curve will be
parallel but offset in line with the max. permitted finger length.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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Gripping force, I.D. gripping Finger load

Gripping force
~DPG+200/1 —DPG+200/2
8000 T —DPG+200/11S  —DPG+200/2 IS
6000 - —
4000 s
T——

2000

z

w

L[mm] 50 100 150 200
Finger length

B M, mox. 135.0 Nm
B M, mox. 175.0 Nm
8000 + —DPG+200/1  —DPG+200/2 M M, mox. 120.0 Nm

Gripping force, 0.D. gripping

Gripping force

—DPG+200/1 AS —DPG+200/2 AS

B F mox 3800.0N

@ Moments and forces apply per base jaw and may occur
~ simultaneously. My may arise in addifion to the moment
2000 generated by the gripping force itself. If the mox.
permitted finger weight is exceeded, it is imperative to
throttle the air pressure so that the jow movement occurs
without any hitting or bouncing. Service life may reduce.

6000

—

4000

FIN]

L[mm] 50 100 150 200

Finger length
Technical data

Description DPG-plus 200-1 DPG-plus 2002 DPG-plus 200-1-AS  DPG-plus 200-2-AS ~ DPG-plus 200-11S ~ DPG-plus 200-2-1S

D 0304361 0304362 0304363 0304364 0304365 0304366
Stroke per jow [mm] 25.0 14.0 25.0 14.0 250 14.0
(losing force IN] 2565.0 4420.0 3440.0 5940.0
Opening force IN] 2730.0 4970.0 3605.0 6490.0
Min. spring force IN] 875.0 1520.0 875.0 1520.0
Weight kgl 13 13 95 9.5 9.5 9.5
Recommended workpiece weight  [kg] 128 2] 128 2.1 12.8 2.1
Air consumption per double stroke ~ [em?] 390.0 390.0 635.0 635.0 635.0 635.0
Minimum pressure (bar] 25 25 40 40 40 40
Maximum pressure (bar] 8.0 8.0 6.5 6.5 6.5 6.5
Nominal pressure (bar] 6.0 6.0 6.0 6.0 6.0 6.0
(losing time [s] 0.45 0.45 0.4 04 0.8 0.8
Opening time [s] 0.45 0.45 0.8 0.8 04 04
Max. permitted finger length [mm] 200.0 160.0 200.0 125.0 160.0 125.0
Max. permitted weight per finger  [kg] 5.5 5.5 5.5 5.5 5.5 5.5
IP rating 67 67 67 67 67 67
Min. ambient temperature [°C] -10.0 -10.0 -10.0 -10.0 -10.0 -10.0
Température ambiante mox. [°Q 90.0 90.0 90.0 90.0 90.0 90.0
Repeat accuracy [mm] 0.02 0.02 0.02 0.02 0.02 0.02

@ Please note that an additional hose for bleeding ventilation or purging the air is essential for the gripper, i.e. it requires three hoses in total. See the assembly and operating manual
for more detailed information.
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Main views
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For finger connection, we recommend only using two of the four cenfering bores for A Main/direct connecion, gripper opening
each finger. The drawing shows the gripper in the basic version with closed jaws, the ~ B.b Main/direct connection, gripper dlsing
dimensions do not include the options described below S5 A punga o ventlfion hle
P : (1) Gripper connection
@® The SDV-P pressure maintenance valve can also be used (see , Accessories” (@ Finger connection
catalog section) for 1.D. or 0.D. gripping as an alternative or in addition to the
spring-loaded, mechanical gripping force safety device.
Hose-free direct connection AS/I1S gripping force safety device
154
D
3 2
AN " R
;%Z% = ® o
| 2
'§I§ Jv)\é‘ % . ® O ® ® n é
iy o
oax1.5— 11 (4) (G
® Adapter The mechanical gripping force safety device ensures o minimum gripping force even if
@ Gripper there is a drop in pressure. This acts as closing force in the AS version, and as opening
The direct connection is used for supplying compressed air fo the gripper without hoses. force in the IS version. In addifion, the gripping force safety device can also be employed
Instead, the pressure medium is fed through bore-holes in the mounting plate. as a ripping force booster or for single-acting gripping.
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Sensor system

Extension cables for proximity switches/magnetic switches

Description D

KA BGO5-L 3P-0300 0301652
KA BGOB-L 3P-0300-PNP 0301622
KA BWO5-L 3P-0300 0301650

KA BWOB-L 3P-0300NPN 0301602
KA BWOB-L 3P-0300PNP 0301594
KA BWOB-L 3P-0500NPN 9641116
KA BWOB-L 3P-0500PNP 0301502
KV BWO08-5608 3P-0030-PNP 0301495
KV BWO08-5608 3P-0100-PNP 0301496

i KV BIN0B5508 3P0200PWP_ 0301497
[
@ Please note the minimum permitted bending radi for the sensor cables, which are

End posifion monitoring: generally 35 mm.

Electronic magnefic switches, for mounting in C-slot

Description D Recommended product

MMS 22-S-M5-NPN 0301439

MMS 22-5-M5-NPN-SA 0301449

MMS 22-5-M5-PNP 0301438

MMS 22-5-M5-PNP-SA 0301448

MMS 22-S-M8-NPN 0301433

MMS 22-5-M8-NPN-SA 0301443

MMS 22-5-M8-PNP 0301432 o

MMS 22-5-M8-PNP-SA 0301442

MMSK 22-S-NPN 0301435

MMSK 22-S-NPN-SA 0301445

MMSK 22-S-PNP 0301434

MMSK 22-S-PNP-SA 0301444

@ Two sensors (NO contacts) are required for each gripper, plus extension cables as an
option.

Maximum permitted finger offset
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Permitted range
Non-permissible range

The curve applies to the basic version (stroke -1). For other versions, the curve will be
parallel but offset in line with the max. permitted finger length.

Eﬂ You can find more detailed information and individual parts of the above-mentioned accessories in the , Accessories” catalog section.
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